
MOTOR CONTROL UNITS

SPECIFICATION

Stayco control units are designed to control the 
action of a DC electric motor powering equipment 
which employs limit switches to de�ne the 
operating stroke.  Typical examples are electric 
cassette steps, deploying video screens and 
electric roller blinds.  The units cover a variety of 
control options, such as driver rocker switch 
control, door switching  and various overrides 
triggered by sensors other than the limit switches.  
They include connections to operate warning 
lights and alarms.  They can be �tted with 12 or 24 
volt relays and  with fuse holders.  All are supplied 
with multi-connector plugs with 500mm leads and 
butt connectors for connection  to the wiring 
loom.  They are designed to cope with currents of 
up to 20 amps (12v) and 12 amps (24v).  

Part No Operator Auto Auto Warning Auto Fuse 12 Volt 24 Volt
  Switching Switching Return switching Cut out Holder  
MC112(F)      *       *      *      (*)      * 
MC124(F)      *        *      *      (*)       *
MC212(F)       *      *      *      (*)      * 
MC224(F)       *      *      *      (*)       *
MC312(F)      *       *      *      *     (*)      * 
MC324(F)      *       *      *      *     (*)       *
MC412(F)       *      *      *      *     (*)      * 
MC424(F)       *      *      *      *     (*)       * 
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